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SEE NOTE #1

MUSCIA 8/3/92

MUSCIA

BLOW DOWN.
INVOLVING DEGREASING, WASHING AND DRY NITROGEN
THROUGH A MULTIPLE STEP CLEANING PROCESS

   PRIOR TO ELECTROPOLISHING, THE PART NEEDS TO GO
3. THIS IS A UHV PART, ELECTROPOLISHING IS NEEDED.

    B) TRIM SOL
    A) CIMCOOL 5 STAR 49

    IS PROHIBITED. USE ONE OF THE FOLLOWING:
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS

 2. WHEN MACHINING VACUUM PARTS, USE OF

NOTES:

5. DIMENSIONS IN [  ] ARE MILLIMETERS

4. KEEP THE PART CLEAN, AND WRAP FOR UHV
PACKING WITH ALUMINUM FOIL.

.437 [11.0998]

1. MAKE FROM MDC’S NONROTATABLE VACUUM
 FLANGE CAT. #110030

3.940 [100.0760]

3.906 [99.2124]

7.812 [198.4248]–.001 [0.0254]

4.690 [119.1260]–.001 [0.0254] Ø 4.500 [114.3000]Ø

-A-A .005


